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XL-1 Specifications

Eyepiece 1 Ox (16x optional) 

Objective Lens Magnifications 1x 

Total magnifications 
1 Ox (with 1 Ox Eyepiece) 

Microscope 1 Ox (with 16x optional Eyepiece) 

Diopter adjustment 
±5D (with 1 Ox Eyepiece) 

±7D (with 16x optional Eyepiece) 

Visual field CP10 mm 

PD adjustment 50 ~ 75 mm (with 1 Ox Eyepiece) 

range 55 ~ 70 mm (with 16x optional Eyepiece) 

Working distance 78 mm 

Light source LED 

Illumination 
Slit width 0 ~ 11 mm (Stepless adjustment is possible.) 

System Slit length 11 mm 

Filters Cobalt blue, Green, Colar temperature conversion filter 

Illumination angle On the level circumference ±30 degrees 

Size 
Weight about 645g 

Dimension 195mm(W) x 107mm(D) x 231mm(H) 

Standard Accessories 

■ Carrying case 

■ Diopter Adjustment bar 

Optional Accessories 

■ 16x Eyepiece 

Carrying case 

Recommended Battery and Battery charger 
(* Not incluede in the standard accessories. Need to be purchased locally.) 

■ Canon NB-2LH or compatible. 

■ Canon CB-2LW or compatible. 
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